
LED MR16 LAMP

Applications

Features and Benefits

Accent Lighting 
Cabinet Display
Jewellery Shops
Hotels

1.  High Power LEDs generating white light
2.  CRI >80
3.  Long Life > 50000 Hrs.
4.  Different beam angle available
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LED MR16 LAMP

Product Description Product Code Asthetic Power Rating CCT range Dimensions Beam Angle

LED MR16 LAMP 3W CW BLMRCZ003CCW2 DIFFUSED LENS 3W 5600K-6500K 50 mm Dia x 45mm 40°

LED MR16 LAMP 3W WW BLMRCZ003CWW2 DIFFUSED LENS 3W 2750K - 3250K 50 mm Dia x 45mm 40°

LED MR16 LAMP 5W CW BLMRCZ005CCW2 DIFFUSED LENS 5W 5600K-6500K 50 mm Dia x 45mm 24°

LED MR16 LAMP 5W WW BLMRCZ005CWW2 DIFFUSED LENS 5W 2750K - 3250K 50 mm Dia x 45mm 24°

LED MR16 LAMP 7W CW BLMRBY007CCW1 MULTIFACETED 7W 5600K-6500K 50 mm Dia x 60mm 45°

LED MR16 LAMP 7W WW BLMRBY007CWW1 MULTIFACETED 7W 2750K - 3250K 50 mm Dia x 60mm 45°

LED MR16 LAMP 10W CW BLMRBY010CCW1 MULTIFACETED 10W 5600K-6500K 50 mm Dia x 60mm 45°

LED MR16 LAMP 10W WW BLMRBY010CWW1 MULTIFACETED 10W 2750K - 3250K 50 mm Dia x 60mm 45°

LED MR16 LAMP 10W CW  BLMRBY010CCW1-D1 MULTIFACETED 10W 5600K-6500K 50 mm Dia x 60mm 45°
DIMMABLE

INDOOR RADIATION FREE
UV & IR

MERCURY

Hg
LED LIFE 

> 50,000 Hrs

OPERATING 
TEMP. 
0 0-10 C to 50 C 50 - 60 Hz

General Specifications

Product Descrption LED MR16 LAMP

Color Rendering Index (Ra) >80

Driver Input Voltage 130VAC - 270VAC **

Housing  ALUMINUM HEAT SINK HOUSING

IP Rating NA

LED Efficacy >120 lm/W

LED Make CREE

Life Span Rated 50,000 Hrs

Power factor >0.9

Rated Input Frequency 50Hz

Storage Temperature -10°C to 55°C

System Efficiency >80%

Application Indoor

Working Temperature -10°C to 50°C

** with external driver

*More Technical details available on request.

* AVAILABLE UPTO 30 W




